
World leader in vehicle 
de-pollution technology

SEDA 
DrainLift Basic

A-51089

Drainage- and Dismantlingsystem

With mobile TankDrillingMa-
chine regular and a waste oil 
funnel on swing arm.

        Your benefits:

• �Depollution and  
dismantling

• �Forklift free loading & 
unloading with the SEDA 
Trolley

• �Combinable with a  
platform 

• �Hydraulic lifting and 
pneumatic de-pollution 
system (Ex-proofed)

• �Modular

• �Sturdy and efficient

+

The SEDA DrainLift is the ideal combination of a single hydraulic lift 
with the tried and tested SEDA drainage system.

Also simple dismantling work can be done on it hassle-free.

The SEDA DrainLift Basic can also be used in combination with a 
mobile platform or in a container.
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World leader in vehicle 
de-pollution technology

SEDA 
DrainLift Basic

A-51089

Drainage- and Dismantlingsystem

Der SEDA DrainLift Basic ist die ideale Kombination aus einer elek-
tro-hydraulischen/pneumatischen Einsäulen-Hebebühne und der 
bewährten SEDA Trockenlegungsanlage. 

TECHNICAL DETAILS 

Lifting height:	 up to 1800 mm
Overall height:	 2410 mm
Lifting time:	 appr. 30 s
Loading cap.:	 3.500 kg
Engine power:	 3 kW
Power supply:	 3Ph/400 V/50 Hz 
Space:	 6.0 x 4.5 x 3.8 m
Compr. air:	 8 bar – 1.210 l/min.
Air consumpt.:	 2.850 l/car
Drainage time:	 apr.12-15 min./car*
Fluid drainage:	 Petrol/Diesel:  14 l/min
	 Waste oil: 3 l/min
	 Coolant fluid: 3 l/min
	 Screenw.: 5 l/min
	 Brake fluid: 1 l/min

ORDERINFORMATION 

A-51089  SEDA DrainLift 
                Basic
Mobile TankdrillingMachi-
ne regular and a waste oil 
funnel on swing arm.
OPTIONAL:
N-527508 Catchmant Area
N-527625 Vehicletrolley V18
ALTERNATIVE VERSION:
On platform or in container
ALTERNATIVE SYSTEMS:
A-51088  SEDA DrainLift 	
                Start
A-51086  SEDA DrainLift 
                Professional

* Abhängig von Version und betrieblichem Ablauf
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Loading with Trolley /
forklift free

Easy access to vehicles under-
side due to H-design

Door dismantling Easy engine access

Drainage with mobile TankDrillingMachine

Wheel dismantling


