
World leader in vehicle 
de-pollution technology

SEDA 
MDS8 Container 

DrainLift
A-51127

Mobile Drainage- and Dismantlingsystem

         Your benefits:

•  Depollution and  
dismantling 

•   Hydraulic lifting and 
pneumatic de-pollution 
system (Ex-proofed)

•  Modular

•   Sturdy and efficient

+

The SEDA MDS8 Container DrainLift is the ideal combination of a 
single hydraulic lift with the tried and tested SEDA drainage system, 
housed in a container.  

Also simple dismantling work can be done on it hassle-free.

The SEDA DrainLift Professional can also be used without a cont-
ainer or in combination with a mobile platform.

With quality control, HD TankDril-
lingMachine on swing arm and 
double oil funnel on swing arm.

SEDA-Umwelttechnik GmbH
Schwendter Str. 10 / 6345 Kössen / Tirol / Österreich
UID-Nr.: ATU56621622 / FB-Nr.: FN 231790 v / FB-Gericht: Innsbruck
Certified company according to DIN EN ISO 9001

T: +43 5375 6318-0
F: +43 5375 6318-9
E: info@seda.at
W: www.seda-international.com



World leader in vehicle 
de-pollution technology

SEDA 
MDS8 Container 

DrainLift
A-51127

Mobile Drainage- and Dismantlingsystem

Strong pumps

Pre-installed quick-couplings 
for tank lines

Optionale Tankplattform 
an Bord

TECHNICAL DETAILS 

Lifting height: up to 1800 mm
Overall height: 2410 mm
Lifting time: appr. 30 s
Loading cap.: 3.500 kg
Engine power: 3 kW
Power supply: 3Ph/400 V/50 Hz 
Space opened: 6.5 x 2.5 x 4.8 m
Compr. air: 8 bar – 1.210 l/min.
Air consumpt.: 2.850 l/car
Drainage time: apr.12-15 min./car*
Fluid drainage: Petrol/Diesel:  14 l/min
 Waste oil: 3 l/min
 Coolant fluid: 3 l/min
 Screenw.: 5 l/min
 Brake fluid: 1 l/min

ORDER INFORMATION 

A-51127   SEDA MDS8  
Container 
DrainLift

Quality control, HD TankDril-
lingMachine on swing arm 
and double old oil funnel 
on swing arm.

OPTIONAL ACCESSORIES:
A-528202 Hydraulik for
container opening
N-528195 TPF5 Tankplatform 
with storage tanks for pet-
rol, diesel, waste oil, washer 
and coolant fluid

* Depending on version and operation

Integrated catchment areas 
make a liquid-firm underground 
redundant

Standardized 
roll-off container 
ensures mobility

Roof for weather 
protection

Strong single hydraulic lift with 
3.5 to load capacity

Strong and low-maintenance 
double diaphragm pumps

Preinstalled tank 
lines and 
connections

Easy-to-use contol panel
Big working area incl. work 
bench and more tools

SEDA-Umwelttechnik GmbH
Schwendter Str. 10 / 6345 Kössen / Tirol / Österreich
UID-Nr.: ATU56621622 / FB-Nr.: FN 231790 v / FB-Gericht: Innsbruck
Certified company according to DIN EN ISO 9001

T: +43 5375 6318-0
F: +43 5375 6318-9
E: info@seda.at
W: www.seda-international.com


